
防护等级IP66.

IP66

LED Flood Light 012 Series

Firm die-casting aluminum light body,module structure with variable power

Using famous brand led 3030 to ensure good reliability and consistency

Energy-efficient,about double to triple of the metal lamp or the sodium lamp

Suitable for wet location. Shell protection:IP66

High quality driver,safety and reliable

Option:1)Motion sensor;2)Photocell

LED投光灯012系列

ensure

Die-casting shell

thermal

采用光学级PMMA原料生产
有极佳透明度和良好的光学性能，
耐老化，抗紫外线

可以根据需要调节仰角

采用钢化玻璃，防护等级IK08

LED灯珠，PMMA透镜做二次配光，确保产品的可靠性和一致性好。

PMMA lenses with excellent transparency 
and optaical performace, anti-aging, 
uvioresistant.

Tempered glass cover Ik08

Adjustable bracket



净     重 N.W：4.5KG

毛     重 G.W：4.9KG

包装尺寸 Package Size：34*33*7cm

体    积 Volume：0.0079m³

功率80W-120W
80w-120w

产品重量和包装 Weight & package

Fixture color could be customized.
灯具颜色可以根据客户要求进行变更。
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光学参数 Optics parameter
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投光灯参数表 LED Flood Light Parameter table

安装示意图 Installation Diagram 

16400

Storage environment -40℃-85℃      RH10%-95%    

LEDTG80W012 LEDTG100W012 LEDTG120W012

390*321*55.5(L*W*H)

11000 13800

390*321*55.5(L*W*H) 390*321*55.5(L*W*H)

0.27-0.89 0.33-1.1 0.4-1.3
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1.根据灯具安装支架的尺寸，在安装面上
打相应的安装孔。将两颗配套的膨胀螺
杆打入安装孔内。

2.将灯具安装支架套入膨胀螺丝内，将
配套的平垫弹垫和螺母套入，螺母拧紧。

3.按照右图所示接线

AC L

GND

AC N

Brown/Black

Yellow green

Blue/White

4.拧松带齿圆锁,调整所需要的灯具角度，
调好后拧紧。

30°，60°，90°

膨胀螺丝

弹垫平垫螺母

安装板或墙壁

Expansion Screw

Washers&Bolt

Mounting Plate or Wall

1.Mount two Expansion Screws on the wall 
according to the distance of bracket holes.

2.Put the mounting bracket onto the 
Expansion Screws and tighten them with 
washers and bolt.

3.Connect wires

4.Adjust the angle required.
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